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(g) The ,area of the absorption field.will -be determined -by -the number
of bedrooms per dwelling, or the number of persons using facilities,
and soil conditions but no tile field shall contain less than one, hun-
dred (100) feet of tile an'd no single distributor line in the absorption
field-shall exceed one hundred'(100) feet in length.
(h) The number of distributor lines shall not be less than two (2).
(i) All distributor lines shall be installed according to standard engi-
neering practices. Grade boards shall be set prior to construction
of lines.
(j) The depth of coarse aggregate over the distributor line shall not be
less than three (3) inches.
(k) The coarse aggregate over the distributor line shall be covered with
an untreated building paper or a layer of straw thick enough to pre-
vent the infiltration of backfill material.
(1) The depth of earth cover over coarse aggregate shall not be less
than nine (9) inches, nor more than fifteen (15) inches.
SECTION 7. GREASE TRAPS
Boarding houses, cafes, restaurants, hotels, or food preparation establish-
ments shall install a grease trap on the kitchen waste line preceding the
septic tank. The grease trap shall have a theoretical detention period of at
least thirty (30) minutes, and shall be easily accessible for cleaning. Grease
traps opening into the kitchen are prohibited.
SECTION 8. TANKS GREATER THAN 2,000 GALLONS
The plans and specifications for each septic tank installation having a
capacity of two thousand (2,000) or more gallons, or serving sixty (60)
or more persons shall be submitted by a registered engineer to the Division
of Sanitary Engineering of the State Board of Health, through the local
Health Department, and approved by the State Health Officer, before the
unit is installed. Each such tank shall be constructed so as to have an
effluent compartment not longer than one-third (1/3) the total length of
the tank, nor shorter than three (3) feet, and shall be equipped with a
dosing chamber and siphon if absorption field or filter is used for secondary
treatment of the tank effluent, unless otherwise authorized.
SECTION 9. DISCHARGE OF WASTE
No septic tank effluent or filter effluent shall be approved for discharge
into any stream in South Carolina unless authorized by an agent of the
South Carolina State Board of Health and the South Carolina Water
Pollution Control Authority.
SECTION 10. CLEANING SEPTIC TANKS
All persons or firms cleaning or pumping out septic tanks shall obtain
a written permit from the local Health Department.
SECTION 11. REPEAL
All rules and regulations pertaining to septic tanks heretofore promul-
gated are hereby ,declared null and void. .


